SonarQube Scan Report: baskit_worker

Scan Information

Repository
Scan Date 2026-10-19 01:40:57
Status Success

Quality Gate Status

ERROR

Code Metrics

Coverage 0.0
Bugs 0
Duplicated Lines Density 0.8
Code Smells 21
Ncloc 3278
Vulnerabilities 3




Scan Output

I NFO Scanner configuration file: /opt/sonar-scanner/conf/sonar-scanner. properties | NFQ

Project root configuration file:

/ hone/ bat mi n/ proj ect s/ sonar _scan/ r epos/ baski t _wor ker/ sonar - proj ect . properties | NFO

Sonar Scanner 5.0.1.3006 | NFO Java 17.0.7 Eclipse Adoptium (64-bit) |INFQ Linux
6.8.0-137-generic aml64 | NFO User cache: /home/batm n/projects/sonar_scan/.sonar_cache/ cache

I NFO  Anal yzi ng on Sonar Qube server 26.4.0.121862 |INFO Default |ocale: "en_US', source code
encodi ng: "UTF-8" WARN: Java 17 scanner support ends with Sonar Qube 2026.3 (July 2026). Pl ease
upgrade to Java 21 or newer, or use JRE auto-provisioning to keep this requirenment always up to
date. INFO Load gl obal settings |INFO Load gl obal settings (done) | tinme=216ns | NFO Server
id: D1833E13- AYpSI GBj QY-eSvjrp_EWINFG Loadi ng required plugins |NFO Load plugins index |NFQ
Load plugins index (done) | time=78nms | NFO Load/ downl oad plugins | NFO Load/downl oad pl ugins
(done) | time=63nms | NFO Process project properties |NFO Process project properties (done) |
time=31ns | NFO. Project key: overdrive_baskit_worker |INFQO Base dir:

/ home/ bat m n/ pr oj ect s/ sonar _scan/ repos/ baski t _worker |INFO Wdrking dir:

/ hone/ bat mi n/ proj ect s/ sonar _scan/ r epos/ baski t _worker/.scannerwork | NFO Load project settings
for conponent key: 'overdrive_baskit_worker' INFO Load project settings for conponent key:
"overdrive_baskit_worker' (done) | tine=79nms INFO Load quality profiles INFO Load quality
profiles (done) | tinme=98nms |INFO Load active rules INFO Load active rules (done) |
time=1177nms I NFO Load anal ysis cache INFO Load analysis cache | tinme=55nms | NFO Preprocessing
files... INFO 4 languages detected in 31 preprocessed files (done) | tine=147ns INFO 70 files
i gnored because of scmignore settings |NFO Loading plugins for detected | anguages | NFQO

Load/ downl oad pl ugi ns | NFO. Load/ downl oad plugins (done) | tinme=20ns | NFO Load project
repositories INFO Load project repositories (done) | tine=157ns INFO Indexing files... INFO
Project configuration: INFO 31 files indexed (done) | tinme=126ns INFO Quality profile for
docker: Sonar way INFO Quality profile for php: Sonar way |INFO Quality profile for py: Sonar
way |NFO Quality profile for yaml: Sonar way INFO ------------- Run sensors on nodul e
baskit_worker INFO Load netrics repository INFO Load netrics repository (done) | tinme=32ns
INFO Reflections took 139 ns to scan 1 urls, producing 25 keys and 261 val ues | NFO Sensor

Pyt hon Sensor [python] WARN: Your code is anal yzed as conpatible with all Python 3 versions by
default. You can get a nore precise analysis by setting the exact Python version in your
configuration via the paranmeter "sonar.python.version" INFO Starting gl obal synbols
conputation | NFO 17 source files to be analyzed INFO 17/17 source files have been anal yzed

I NFO  Fi ni shed step gl obal synbols conputation in 2460ns INFO Starting rules execution | NFO
17 source files to be analyzed INFO 17/17 source files have been anal yzed I NFO Fini shed step
rul es execution in 5383ns | NFO The Python analyzer was able to | everage cached data from
previ ous anal yses for 0 out of 17 files. These files were not parsed. |INFQ Sensor Python
Sensor [python] (done) | tinme=8472nms | NFO Sensor Cobertura Sensor for Python coverage [ python]
INFO Sensor Cobertura Sensor for Python coverage [python] (done) | tine=14ms |INFO Sensor

Pyt honXUni t Sensor [ python] |INFO Sensor Pyt honXUnitSensor [python] (done) | tine=10ns | NFO
Sensor Pyt hon Dependency Sensor [python] INFG Sensor Python Dependency Sensor [python] (done)
| time=1llnms I NFO Sensor HTM. [web] I NFG Sensor HTM. [web] (done) | tine=134ns | NFO. Sensor
PHP sensor [php] INFO Starting PHP synbol indexer INFO 1 source file to be analyzed INFO 1/1
source file has been analyzed I NFO Cached information of gl obal synbols will be used for 0 out
of 1 files. G obal synbols were reconputed for the remaining files. INFO Starting PHP rul es
INFO 1 source file to be analyzed INFO 1/1 source file has been anal yzed | NFO The PHP

anal yzer was able to | everage cached data from previ ous anal yses for 0 out of 1 files. These
files were not parsed. | NFO Sensor PHP sensor [php] (done) | tinme=1158ns | NFO. Sensor Anal yzer
for "php.ini" files [php] INFO Sensor Analyzer for "php.ini" files [php] (done) | tine=4ns
INFO Sensor PHPUnit report sensor [php] INFO No PHPUnit tests reports provided (see

'sonar. php.tests.reportPath' property) INFO No PHPUnit coverage reports provided (see

' sonar . php. cover age. report Pat hs' property) |INFO Sensor PHPUnit report sensor [php] (done) |
time=2ns | NFO Sensor |aC O oudFormati on Sensor [iac] INFO There are no files to be anal yzed
for the C oudFormation | anguage | NFO Sensor |aC C oudFornation Sensor [iac] (done) | time=10ns
INFO Sensor laC cfn-lint report Sensor [iac] INFO Sensor laC cfn-lint report Sensor [iac]
(done) | tine=1lms INFO Sensor |aC Kustom zation Sensor [iac] INFO Sensor |aC Kustonization
Sensor [iac] (done) | tinme=2ms INFOQO ... (output truncated)



